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MOUNTING TYPE
Mounting Type.....................................................................

Hollow Shaft.................................................. ........................
Ring ......................................................................................

 Ordering Code

H
R

For coupling style C-Face adapters, please change “C” to “A” in the ordering code

 .......................................................................................
 .............................................................................
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 .............................................................................
 .............................................................................
 .............................................................................
 .............................................................................

Standard Quill Style NEMA C-Face Input

INPUT TYPE

edoC  gniredrO eziS rotoM
65-C C65
041C CT541/341
081C CT481/281
012C CT512/312
052C CT652/452
082C CT682/482

023C CT623/423

Model Number Chart for ERD Overhead Conveyor

Modi�cations
 .......................................................................................................................................................................................

 .............................................................................................................................................................
 .............................................................................................................................................

 ................................................................................................................................................................

..................................
 .......................................................................................................................................................................................................................

 .....................................................................................................................................................................
 .............................................................................................................................................................................................................................

 ...........................................................................................................................................................................

USDA approved food grade lubricant F

Grease lubrication, standard lubrication K
Low temperature lubricant (-4°F to 32°F ambient temperatures) L
Taper pins (for extreme reversing load applications) T

Washdown modifications (a stainless steel sleeve under the output shaft seal, a V-ring deflector on the output shaft, a sealed motor shaft bearing for
 vertical output shaft down units, and a washdown breather for oil filled units.  This modification reduces the usable shaft length W
White epoxy paint X
Washdown modifications with white epoxy paint Y
Steel-It® paint B
Washdown modifications with Steel-It® paint C

...............................
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 .............................................................................
 .............................................................................
 .............................................................................
 .............................................................................
 .............................................................................

 .............................................................................
 .............................................................................
 .............................................................................
 .............................................................................
 .............................................................................
 .............................................................................

 .......................................................................................

Ordering Code
D

MOUNTING POSITION
Mounting Position ................................ ...........................
Vertical Output Shaft Down ................... ...........................

E 1 6 5C 1 8 7 1C 4 0 R D E


