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VRS-SERIES Inline shaft

VRS-100 – 1-Stage Adapter Dimensions

*1) Single reduction : 1/3~ 1/10

Model number **: Adapter code
1-Stage

L1 L* L2 L3 L4 L5

VRS-100-□-□-14**

(Input shaft bore ≦ φ14)

BA•BB•BD•BE•BF•BG•BH•BJ•BK•BP -- -- -- -- -- --

BC•BH•BM•BN -- -- -- -- -- --

CA•CC -- -- -- -- -- --

DA•DB•DC•DD•DF•DH•DJ -- -- -- -- -- --

EA•EB•EC•EF•EG•EK•EL -- -- -- -- -- --

FA -- -- -- -- -- --

FB -- -- -- -- -- --

JA -- -- -- -- -- --

VRS-100-□-□-19**

(Input shaft bore ≦ φ19)

DA•DB•DC 213.5 188.5 125.5 □80 25 50

EB 213.5 188.5 125.5 □90 25 50

FA 213.5 188.5 125.5 □100 25 50

FB 223.5 188.5 135.5 □100 35 60

GB•GD 213.5 188.5 125.5 □115 25 50

HA 223.5 188.5 135.5 □115 35 60

-- 213.5 188.5 125.5 □130 25 50

-- 228.5 188.5 140.5 □130 40 65

-- 218.5 188.5 130.5 □130 30 55

HB 223.5 188.5 135.5 □150 35 60

VRS-100-□-□-28**

(Input shaft bore ≦ φ28)

FA•FB•FC 230.5 195.5 142.5 □100 35 67

GA•GB•GC•GD•GE•GF•GG•GH 230.5 195.5 142.5 □115 35 67

HA•HC•HD 230.5 195.5 142.5 □130 35 67

HB 240.5 195.5 152.5 □130 45 77

HF 225.5 195.5 137.5 □130 30 62

JA•JB•JC•JF 230.5 195.5 142.5 □150 35 67

JD 250.5 195.5 162.5 □150 55 87

JE 240.5 195.5 152.5 □150 45 77

KA•KB•KE 230.5 195.5 142.5 □180 35 67

KD 240.5 195.5 152.5 □180 45 77

VRS-100-□-□-38**

(Input shaft bore ≦ φ38)

HA 251.5 206.5 163.5 □130 45 82

HB•HE 246.5 206.5 158.5 □130 40 77

JA 251.5 206.5 163.5 □150 45 82

KA•KB•KC 251.5 206.5 163.5 □180 45 82

KD 286.5 206.5 198.5 □180 80 117

KE 266.5 206.5 178.5 □180 60 97

A more comprehensive adapter fl ange off ering can be found using the NIDEC-SHIMPO Online Selector Tool. The variety is constantly 

expanding and being updated on the Selector Tool. If you have any questions or need any support, contact NIDEC-SHIMPO.

For an explanation on the Adapter Flange Code, please turn to page 422.

*2) Bushing will be inserted to adapt to motor shaft
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Model number **: Adapter code
2-Stage

L1 L* L2 L3 L4 L5

VRS-100-□-□-14**

(Input shaft bore ≦ φ14)

BA•BB•BD•BE•BF•BG•BH•BJ•BK•BP 231 214.5 143 □65 16.5 35

BC•BH•BM•BN 236 214.5 148 □65 21.5 40

CA•CC 231 214.5 143 □70 16.5 35

DA•DB•DC•DD•DF•DH•DJ 231 214.5 143 □80 16.5 35

EA•EB•EC•EF•EG•EK•EL 231 214.5 143 □90 16.5 35

FA 231 214.5 143 □100 16.5 35

FB 241 214.5 153 □100 26.5 45

JA 246 214.5 158 □150 31.5 50

VRS-100-□-□-19**

(Input shaft bore ≦ φ19)

DA•DB•DC 241 216 153 □80 25 50

EB 241 216 153 □90 25 50

FA 241 216 153 □100 25 50

FB 251 216 163 □100 35 60

GB•GD 241 216 153 □115 25 50

HA 251 216 163 □115 35 60

-- 241 216 153 □130 25 50

-- 256 216 168 □130 40 65

-- 246 216 158 □130 30 55

HB 251 216 163 □150 35 60

VRS-100-□-□-28**

(Input shaft bore ≦ φ28)

FA•FB•FC 258 223 170 □100 35 67

GA•GB•GC•GD•GE•GF•GG•GH 258 223 170 □115 35 67

HA•HC•HD 258 223 170 □130 35 67

HB 268 223 180 □130 45 77

HF 253 223 165 □130 30 62

JA•JB•JC•JF 258 223 170 □150 35 67

JD 278 223 190 □150 55 87

JE 268 223 180 □150 45 77

KA•KB•KE 258 223 170 □180 35 67

KD 268 223 180 □180 45 77

VRS-100-□-□-38**

(Input shaft bore ≦ φ38)

HA 275.5 230.5 187.5 □130 45 82

HB•HE 270.5 230.5 182.5 □130 40 77

JA 275.5 230.5 187.5 □150 45 82

KA•KB•KC 275.5 230.5 187.5 □180 45 82

KD 310.5 230.5 222.5 □180 80 117

KE 290.5 230.5 202.5 □180 60 97

 ering can be found using the Online Selector Tool. The variety is constantly 
expanding and being updated on the Selector Tool. If you have any questions or need any support, contact 




